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EPSILON ECHOS agregat wody lodowej
Agregat wody lodowej dost pny tak e w wykonaniu rewersyjnym ch odzony powietrzem z wentylatorami osiowymi.

EPSILON ECHOS\LE
Agregat skraplaj cy dost pny tak e w wykonaniu rewersyjnym ch odzony powietrzem z wentylatorami osiowymi.

RAMA URZ DZENIA
Galvanized sheet structure with baked-on polyester-powder coating (colour RAL 7035) for excellent weather resistance.
Easily removable panels allowing full access to interior components. 

COMPRESSOR
Sizes 6 and 8 with rotary vane compressors supplied with thermal circuit-breakers in motor windings and rubber anti-vibration 
mounts. 
Sizes 10 to 41 with hermetic scroll compressors supplied with thermal circuit-breakers in motor windings, casing heater and rubber 
anti-vibration mounts.

CONDENSER
Aluminium-finned copper-tube coil with large heat-exchange surface.
Finned coils protected by wire mesh.

FANS
Propeller fans directly coupled to external-rotor 6-pole electric motor, protection rating IP 54.
Fans housed in shaped nozzles equipped with safety grids complying with UNI EN 294.

EVAPORATOR (On Epsilon Echos only)
Braze-welded AISI 316 stainless-steel plate evaporator, wrapped in closed-cell foam insulation.
Exchanger equipped with temperature probe for antifreeze protection and supplied with a vane-operated flow switch.

REFRIGERANT CIRCUIT
On Epsilon Echos includes: charge connection on the liquid and suction lines, liquid sight-glass, filter/dryer, thermostatic-expansion 
valve with external pressure equalization, pressure transducer, high and low pressure gauges and safety valve (except on sizes 6, 8, 
10).

On Epsilon Echos/LE includes: charge intake on the liquid and suction lines, liquid sight-glass, filter/dryer, pressure transducer, high 
and low pressure gauges and safety valve (except on sizes 6, 8, 10).

POWER PANEL
With master switch, circuit-breakers for power and auxiliary circuits, contactors for compressors. Microprocessor-based unit control, 
with main functions shown on display. 
The power panel includes:
• Automatic circuit breakers protecting the auxiliary circuits and power circuits (sizes 6 and 10)
• Master switch and fuses protecting the auxiliary circuits and power circuits (sizes 14 to 41)
• Contactor for compressor
• Fan-speed governor for controlling condensation
• Pump relay or motor protector and contactor (sizes 16 to 34, versions ST1P - ST1PS)
• Potential-free contacts for general alarm
• A microprocessor controlling the following functions:

- Regulation of inlet water temperature
- Antifreeze protection
- Compressor timing
- High-pressure warning (prevents unit blockage in many situations)
- Alarm messages
- Alarm reset
- Self-adjusting regulation for ideal operation when running low on water
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- Digital input for external ON-OFF signal
• Information shown on display:

- Discharge water temperature
- Condensation temperature
- Temperature and differential settings
- Explanation of alarm messages
- Compressor and pump working hours counter

CONTROLS AND SAFETY DEVICES
• Chilled water temperature probe (at evaporator inlet)
• Antifreeze sensor at evaporator outlet connected to antifreeze alarm (automatic reset, with limited thresholds)
• High-pressure gauge (manual reset)
• Low-pressure gauge (automatic reset, with limited thresholds)
• Mechanical vane-operated flow switch supplied
• Condensation pressure controlled by fan-speed governor for working in

low outdoor temperature
• High-pressure safety valve (except sizes 6, 8, 10)
• Compressor overtemperature protection

TESTING
Epsilon Echos units are factory-tested and supplied complete with oil and refrigerant charge.

Epsilon Echos/LE units are factory-tested and supplied with the refrigerant circuit filled with nitrogen.

VERSIONS
/DC: 
Unit with recovery condenser
The condenser is of the brazed plate type.
The controller manages the activation of heat recovery automatically on the basis of the water temperature, and safety deactivation 
of the recovery condenser due to high pressure conditions.
Not available in the HP version.

/HP: 
Reversible heat pump
In addition to the features on the standard version, this unit includes:
4-way reversing valve, liquid receiver, check valves, additional thermostatic valve.
Microprocessor enabled for: summer/winter switching, automatic defrosting, digital input for remote summer/winter switching.

/LE /HP: 
Reversible condensing unit (heat pump)
In addition to the features on the standard version, this unit includes:
4-way reversing valve, liquid receiver, check valves, thermostatic valve.
Microprocessor enabled for: summer/winter switching, automatic defrosting, digital input for remote summer/winter switching.

HYDRAULIC MODULE OPTIONS

/ST 1P: 
Pump-equipped unit
This unit is equipped with a circulator (sizes 6 to 18) or a circulation pump (sizes 20 to 41), an expansion tank, a water circuit 
drainage valve and a safety valve set at 6 bars (maximum allowable operating pressure).

/ST 1PS: 
Unit equipped with pump and tank
In addition to the features on the /ST 1P version, this unit includes an insulated storage tank.
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Urz dzenie     

Czynnik ch odniczy   R410A     
Model   EPSILON ECHOS/ST 1PS/SLN 14     

Ch odzenie     
Moc ch odnicza   12,2  kW   
Moc pobierana przez spr arki  4,17  kW   

ESEER   3.29    
EER (2)   2,75    

Spr arki     
Typ   Spiralne    
Sztuk   1,00  n°   
Obiegi ch odnicze   1,00  n°   
Stopnie wydajno ci   0-100  %   
Ilo  oleju   1.70  kg   
Ilo  czynnika ch odniczego  2.4  kg   

Parownik     
Ciecz robocza   ETH. GLYCOL 35%    
Temperatura cieczy na wej ciu   12  °C   
Temperatura cieczy na wyj ciu   6  °C   
Typ   Parownik - wymiennik p ytowy    
Sztuk   1,00  n°   
Przep yw cieczy   1970  l/h   
Opór uk adu hydraulicznego   50  kPa   
Pojemno  wodna   0.5  l   

Pr d znamionowy silnika wentylatora   0.84  A  
Moc znamionowa silnika wentylatora   0.13  kW   
Sztuk   2,00  n°   
Standardowo dost pne ci nienie statyczne    Pa   
Ca kowity przep yw powietrza   5000  m³/h   
Temperatura powietrza zewn trznego   35  °C   
Typ   Osiowy    

Wentylatory     

Wymiary     
D ugo    925  mm   
Wysoko    1699  mm   
G boko    375  mm   
Ci ar urz dzenia gotowego do pracy             270 kg   

Poziomy d wi ku     
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  [dB(A)] 
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  67,0 
 

  66,0 
 

  62,0 
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  52,0 
 

  46,0 
 

  38,0 
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  Lp 
 

  36,0 
 

  36,0 
 

  35,0 
 

  31,0 
 

  26,0 
 

  21,0 
 

  15,0 
 

  7,00 
 

  32,0 
 Lw: poziom mocy akustycznej w warunkach wolnego pola obliczana zgodnie z norm  ISO 3744  

(2) Warto  ta wynika z efektywnego poboru mocy.  
(1) Moc, która powinna by  dost pna z sieci elektrycznej dla najbardziej niekorzystnych warunków pracy urz dzenia.  
Lp: poziom ci nienia akustycznego w odleg o ci 10 m od urz dzenia w otwartej przestrzeni przy nominalnych warunkach pracy mierzona zgodnie z norm  ISO 3744  

(4) Przy standardowym rozruchu   

Nominalne dane elektryczne    
Maksymalny pobór mocy (1)  6,60  kW   
Maksymalny pobór pr du - FLA  12,80  A  
Maksymalny pr d rozruchowy (4)  68,80  A  
Zasilanie elektryczne   400/3N~/50  V/Ph/Hz   
Napi cie obwodu sterowania  230/1~/50  V/Ph/Hz   

 DANE TECHNICZNE   
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Sumaryczna moc w trybie ch odzenia             4,65    kW
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Modu  hydrauliczny    

Pojemno  zbiornika buforowego  70,0  l   

Typ pomp   Standardowa    

Maks. dopuszczalne ci nienie hydrauliczne  600  kPa   

Ilo  Pomp   1  n°   

Pr d znamionowy pomp   1.15  A  
Znamionowa moc pomp   0.18  kW   

Szacowane dost pne ci nienie                        39  kPa   

Przep yw cieczy   1970  l/h   
Ciecz robocza   ETH. GLYCOL 35%    
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Dane:   2012/10/25   

Oferta nr:         
Nr referencyjny:         

Typ   Ch odzone powietrzem      
Funkcja   Agregaty wody lodowej      
Typ wentylatorów    Osiowe      
Wersja   Super cichy - Extra low noise     
Czynnik ch odniczy   R410A      
Ciecz   ETH. GLYCOL 35%      
Modu  hydrauliczny   1 pompa ze zbiornikiem buforowym      
Typ Pompy   Standardowa      
Odzysk ciep a   Nie zawiera      
Ilo  sztuk:   1      

WARUNKI DOSTAWY   

Wyposa enie dodatkowe - opis  
 

   
 

  Szt. 
 

   
 EPSILON ECHOS/ST 1PS/SLN 14  
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(*) Zapoznaj si  z informacjami dot. ogólnych warunków dostaw.  

DOSTAWA (*) :    
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Wyposa enie standardowe agregatów EPSILON ECHOS:  
-Wy cznik g ówny 
- Agregat okablowany wyposa ony w kompletn  rozdzielnic  wraz z zabezpieczeniami elektrycznymi 
-Licznik godzin pracy 
- Metalowa siatka zabezpieczaj ca skraplacz przed uszkodzeniem 
-Sterownik mikroprocesorowy  
-Regulacja ci nienia skraplania poprzez p ynn  regulacje obrotów wentylatorów skraplacza 
- P ynna regulacja obrotów wentylatorów skraplacza - praca w temp. od -10oC do +45oC 
-Ochrona spr arki przed zbyt cz stymi cyklami za czenia i wy czenia poprzez optymalizacj  punktu nastawy 
temperatury wody 
-Czujnik przep ywu 
-Tryb pracy Lato / Zima - ustawienie z wej cia cyfrowego (dost pne z panelu steruj cego) 
- Wej cie cyfrowe do pod czenia zewn trznego sygna u pracy urz dzenia 
-Taca kondensatu (standard dla modeli od 6 do 18) 
-Monitor faz 
- Agregat posiada certyfikat zgodno ci z dyrektyw  97/23 EWG (PED). 



RYSUNEK WYMIAROWY  

Model   EPSILON ECHOS/ST 1PS/SLN 14     

Rysunek   SD00034A.Uni      
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